
























Lined Pipe Clips

Screwed Link Eyes

Munsen Rings
(Malleable Iron or Brass)

Ballhangers

Drop In Anchors

Unlined Pipe Clips

Part ref. Thread

DSM6 M6

DSM8 M8

DSM10 M10

DSM12 M12

Part ref. Thread Fixture Thread

LB610 M6 10

LB840 M8 40

LB1075 M10 75

LB1010 M10 10

LB1025 M10 25

LB810 M8 10

Part ref. Thread

SLEM8 M8

SLEM10 M10

SLEM12 M12

Part ref. Type

KL100 WIRE CLIPS

A2W 2mm Wire (100m)

A2.5W 2.5mm Wire (100m)

Part ref. Thread

BHSM8 M8

BHSM10 M10

BHSM12 M12

Rambolts

Part ref. Mat. Dia. Part ref. Mat. Dia.

MRMI15 M.I. 1/2” MRB15 B 15mm

MRMI20 M.I. 3/4” MRB22 B 22mm

MRMI25 M.I. 1” MRB28 B 28mm

MRMI32 M.I. 1”1/4 MRB35 B 35mm

MRB42 B 42mm

This is a representative list only, others are available

Schoolboard Clips
(Malleable Iron or Brass)
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Part ref. Mat. Dia. Part ref. Mat. Dia.

SRMI15 M.I. 1/2” SBCB15 B 15mm

SRMI20 M.I. 3/4” SBCB22 B 22mm

SRMI25 M.I. 1” SBCB28 B 28mm

SRMI32 M.I. 1”1/4 SBCB35 B 35mm

SBCB42 B 42mm

This is a representative list only, others are available

Part ref. Th’d Dia. Part ref. Th’d Dia.

UL2025 M8/10 1/2” UL5255 M8/10 54mm

UL2630 M8/10 3/4” UL5868 M8/10 2”

UL3138 M8/10 1” UL7280 M8/10 2”1/2

UL4047 M8/10 1”1/4 UL8092 M8/10 3”

UL4653 M8/10 1”1/2

This is a representative list only, others are available

Part ref. Th’d Dia. Part ref. Th’d Dia.

RL1420 M8/10 15mm RL4853 M8/10 1”1/2

RL2025 M8/10 22mm RL5458 M8/10 54mm

RL2632 M8/10 28mm RL5864 M8/10 2”

RL3239 M8/10 35mm RL6872 M8/10 67mm

RL4047 M8/10 42mm

This is a representative list only, others are available

Zip Clip & Wire
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Pre - Fabricated Bracket Sections

Trapeze Sections

 Aitkens offer pre-fabricated channel sections
in both plain & slotted, deep & shallow
formats. Please contact our sales team for
further information

 Sections cuts are c/w (2) 10mm clearance
holes in each end

Pre-Fab Pipe Clip Assemblies

 Aitkens offer additional pre-assemblies
using cropped channel and lined / unlined
pipe clips. Every contract has specific
requirements, we would ask that you contact
our sales team for further information



Section width

50mm 100mm 150mm 200mm

AB3050EZ AB30100EZ AB30150EZ AB30200EZ

Section width

300mm 400mm 450mm

AB30300EZ AB30400EZ AB30450EZ

30mm Deep -Stra ight Length - 3m

Cable Basket Systems

Section width

50mm 100mm 150mm 200mm

AB5550EZ AB55100EZ AB55150EZ AB55200EZ

Section width

300mm 400mm 500mm 600mm

AB55300EZ AB55400EZ AB55500EZ AB55600EZ

55mm Deep - Stra ight Length - 3m

General Introduction

Aitkens cable basket range comes in three depth formats 30mm,
55mm & 106mm. All available in electro -zinc or hot-dipped galvanised
finishes. Several different widths are available from our extensive stock
profile. Bends are site fabricated from straight lengths. A number of
accessories are available for supporting and joining the basket.
Please note some depths / finishes are supplied to order only

General Specification

The Aitkens basket system is produced in a 3m length format
and conforms to the following standards:

BSEN 61537: 2002, IEC 61537Finishes: Electro-zinc (EZ)
Hot-dip galvanised (HDG) Pre-galvanised (PG)

Nut, Bolt & Clamp Assembly

Part ref. ABCA

Basket Quick Fixing Coupler

Part ref. ABQFC

Basket Hold Down Clamp

Part ref. ABHDC

Conduit Take-Off Plate

Part ref. ABFCP
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part reference code

standard recess type

primary
compt’s.

trim type
over-trim size

(mm)
cut-out size

(mm)
6mm 12mm

2

steel coated

195 x 240 180 x 225

FCB26M FCB212M

brushed stainless FCB26S FCB212S

brass FCB26B FCB212B

3

plastic moulded

279 x 240 266 x 225

FCB36P n/a

steel coated FCB36M FCB312M

brushed stainless FCB36S FCB312S

brass FCB36B FCB312B

4

steel coated

364 x 240 352 x 225

FCB46M FCB412M

brushed stainless FCB46S FCB412S

brass FCB46B FCB412B

Standard Section Depth Detail

Variations are available on request,
to facilitate a combination of ‘deep’
plug tops and or outlet units.
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FCB Cavity Floor Service Box

The Aitkens floor service outlet box has been designed to meet the needs of both end user and installation engineer,
incorporating such unique features as minimal mechanical fixings and individual primary compartment cable outlets.

The complete assembly comprises , Hinged Trap, Carpet Surround Trim, Sub-frame, Base Box and outlet mounting plates if
required.

The Hinged Trap is designed to be fully reversible in use, and is provided in a grey polyester powder coated finish, to give
an aesthetic appearance both open and closed. The standard unit is produced with 6mm or 12mm ‘square’ recess depths for
ease of installation. Alternative variations in recess depth are available to order on request.

The Carpet Surround Trim is produced in a selection of materials, moulded plastic, coated steel, brushed stainless steel
and brass. The unit is produced in a single piece format to ensure rigidity, with a bevelled edge to retain floor finish and
minimise wear.

The Sub-frame and Base Box units are manufactured in a single piece formats, incorporating tile support flanges, with each
primary compartment punched to accommodate two 1-gang (BS 1363 - 86mm format) wiring accessories (not included), with
integral detachable center bar to suit various outlets as required.Each compartment option is provided with an independent
earth point, also with 2 - Ø20mm and 2 - Ø25mm knockouts.

Outlet Plates, if required are produced with standard BS1363 fixing centres in an 86mm primary width format, please refer to
page 30 for standard selection.

Floor Service Box Systems



FCB Outlet Mounting Plates

The Aitkens outlet mounting panels, are produced from galvanised steel in accordance with BSEN10142 The choice
shown are standard, non-standard requirements being available to order on request. All panels are provided with
appropriate fixings screws but exclude wiring accessories. All reference panels are 86mm wide to accommodate standard
sockets, thereby not limiting the user to specialist panel mounted units where not specified.

FP03-4Q
punched to accept four ‘LJ6C’

type outlets
(36.6 x 22.4mm cut-out)

FP03-8Q
punched to accept eight ‘LJ6C’

type outlets
(36.6 x 22.4mm cut-out)

FP03-6Q
punched to accept six ‘LJ6C’

type outlets
(36.6 x 22.4mm cut-out)

FP50SFQ
punched & fitted with one 2-gang

13A panel mounted switched
socket outlet (twin earth type).

FP04Q
plain unpunched mounting plate.

FP07Q
converter plate, to adapt two

1-gang apertures to a
conventional 2-gang

Whilst the outlet mounting plates shown
are our the most common types utilised,
we also stock a vast selection of
alternative punched plates, therefore if
the required plate is not shown above
please contact our office for specific
details of other available options.

BCTP
primary compartment divider unit,
for use with BCT style box only.

2-gang 13A surface mounting
switched socket outlet.
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Mini-Floor Service Box

The primary Mini-Floor Box assembly is
provided in a nominal 120mm2 format and
comprises three secondary units, Hinged Tray
Lid, Carpet Edge Trim and Support Sub-frame.

The Hinged Tray Lid is produced to be fully
reversible in use, and is provided in a grey
polyester powder coated finish, to give an
aesthetic appearance both open and closed.
The standard unit is produced with a 6mm
‘square’ recess for ease of installation.
Variations in depth are available on request.

The Carpet Edge Trim is produced in a
selection of materials, coated steel, brushed
stainless steel and brass, as standard. The unit
is produced in a single piece format to ensure
rigidity, with a bevelled edge to retain floor finish
and minimise wear.

The Support Sub-frame is produced in a single
piece format, incorporating main box tile support
flanges, with a fully grommetted Ø110mm
aperture in the base to provide good access
when utilised as a ’grommet box’.

Optional to the mini-floor box is an outlet plate
punched to accept a single gang 86mm2 type
wiring device, when the unit is utilised as a
‘cleaner box’. Please note when in used as a
cleaner box a standard conduit wall box should
be fitted to fixings provided, the wall box is not
included within the standard assembly

Part Reference

nominal ‘over trim’ size
at finish floor level

145mm2

cut-out requirement 128mm2

Steel coated
(grey)

GCT16M

Stainless steel
(brushed finish)

GCT16S

Brass
(mill finish)

GCT16B

BS1363
mounting plate

GCT02

Trim
type
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Cavity Floor Trunking

Section length
Produced in a standard 3m
length format, this unit comprises
body, cover, section coupler and
associated fixings.

System Fittings
Designed as complete
assemblies, comprising body,
cover and integral segregation
pieces. The normal range of
fittings comprises Flat Bend, Flat
Tee and Flat 4 way. All units
produced in a gusset format for
ease of installation.

Riser Bend
Provided for interconnect system
to supply source or skirting
trunking system.

Header Box
Manufactured in a universal
format, the unit is designed to
fast fit to Section Length in any
location, and is pierced on all
sides to accept incoming Ø20mm
flexible conduit connection.

End Flange Set
Supplied as a general fixing
angle, to interconnect to a range
of items.

End Cap
To properly terminate the Section
Length where required.

Aitkens cavity floor trunking is produced from
pre-coated galvanised sheet steel in various
section sizes, as shown above, sub-divided into
equal segregated compartments.

The system is designed to meet the
requirements of BS4678 Part 1, from steel in
accordance with BSEN10142, developed to
offer an economical product group complete
with a comprehensive range of purpose
designed fittings to meet the most complex of
user requirements.

Featured within the system is a totally flexible
header box unit which can be easily located in
any position throughout the system, utilising
quarter turn fixing devices.

Section Width
(mm)

Section Depth
(mm)

comp’ts

375 40 3

225 50 3

150 50 2

Typical Systems Sections

Flat 4 Way

Section Length

Flat Bend

Flat Tee

Header Box

End Flange Set

End Cap



20

20

82 typ.

87.5

Single Gang Unit

Two Gang Unit

Twin Gang Unit

Pedestal Outlet Units

The Aitkens range of pedestal units are produced from
galvanised steel in a two piece format, being securely
stitched together to provide a robust unit pierced to
accept all standard 86mm flush mounted single and
two gang socket outlets.

The pedestals are provided in a galvanised finish as
standard with the option of alternative colours and
materials being available to order on request.

Part
Reference

surface finish galvanised

single gang unit APB1G1KO

two gang unit APB2G1KO

twin gang unit APB2GD
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Universal In-Screed Floor Boxes

The standard Aitkens In-Screed type floor box
range of products are produced and designed in a
universal entry format, to utilise a common
adjustable base box assembly with
interchangeable side plates to provide the user with
a totally flexible unit.

Primarily the system comprises two assemblies,
being the ‘Floor Service Outlet Box’ unit and
‘Floor Junction Box’ unit.

The service outlet box unit is designed for primary
use as a thro’ format unit, with provision for
installation of power & data services. Each primary
compartment is provided with two integral 1-gang
cut-outs to accept a wide range of conventional
86mm format outlets, with the option of utilising FP
type standard outlet plate options
(see page 30) with standard Aitkens reversible
hinged tray & surround trim.

The junction box unit is provided in a versatile
mutli-way format, incorporating a universal flyover
unit. The tray lid is provided as a ’fixed’ type
utilising standard surround trims.

Boxes are provided pre-set at 70mm with the ability
to be adjusted +/- 5mm. Other depths are available
on request.

Typical Floor Service Outlet Box assembly

Typical Floor Junction & Access Box
assembly

part reference
code

standard recess
type

primary
compt’s

trim type

over-
trim
size
(mm)

box type 6mm

3

plastic moulded

279
x

240

service
box

ISB36P25

steel coated ISB36M25

brushed stainless ISB36S25

brass ISB36B25

3

plastic moulded

279
x

240

universal
junction

box

ISJ36P25

steel coated ISJ36M25

brushed stainless ISJ36S25

brass ISJ36B25

universal side
plates

plain Ø20mm conduit
entry

ISBCP20

plain Ø25mm conduit
entry

ISBCP25
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In-Screed Floor Ducting

Section length
Produced in a standard 3m
length format from
pre-galvanised steel in
accordance with the
requirements of BS4678
Part 2, this unit comprises
body, cover, section coupler
mid section clamp and
associated fixings.

Universal Junction Box

Designed as a complete
assembly, nominally
260 x 260mm, comprising
Trap and Carpet Trim,
adjustable depth base box
unit and integral segregation
flyover assembly
(see page 34).

Riser Bend
Provided for interconnect
system to supply source or
skirting trunking system.

Service Outlet Box
Produced in a through format,
the unit comprises trap &
edge trim assembly,
adjustable depth base box
unit and segregation unit.

For selection of outlet panels
please refer to page 30.

Aitkens In - Screed Floor Duct System is manufactured
from galvanised steel in accordance with BSEN10142 and
is designed to comply with the requirements of
BS4678 Part 2.

The duct incorporates an integral quick assembly coupler
and intermediate fixing clamps, to ensure an efficient site
installation. Couplers and intermediate fixing are pierced to
accommodate fixings to floor slab.

The standard system is designed around a screed variance
of 65 - 75mm, however non-standard variations are
available on request.

Screed depth

(50mm minimum
required)

Part Reference

3m – 225 x 25mm
3 compartment ducting length

(supplied with coupler &
intermediate clamp)

ISC22525Q

225 x 25mm coupler assembly IS22525CS

225 x 25mm riser bend
assembly

ISC22525IB

225 x 25mm horizontal bend
assembly

ISC22525FB
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Modular Flushfloor Floor Service Boxes

The standard Aitkens Modular Flushfloor type box range of products are produced and designed in a flexible fix format,
to enable the box assembly to be located in any linear position to provide the user with a totally flexible service layout.

Primarily the assembly comprises three sub-components, being the reversible hinged tray & surround trim unit,
the detachable subframe collar and the modular cover plate.

The service outlet box unit is designed with provision for installation of power & data services. Each primary compartment is
provided with two integral 1-gang cut-outs to accept a wide range of conventional 86mm format outlets, with the option of
utilising FP type standard outlet plate options (see page 30) with standard Aitkens reversible hinged tray & surround trim.

part reference
code

standard
recess type

primary
compt’s

trim type
over-trim

size
(mm)

6mm

3

plastic moulded

279
x

240

AFF323SB

steel coated AFF323SBM

brushed stainless AFF323SBS

brass AFF323SBB
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Modular Flush Floor

Section length
Produced in a standard 2m length
format, this unit comprises body,
6 modular covers, section coupler and
associated fixings.

Riser Bend
Provided for interconnecting system to
supply source or skirting trunking
system.

Modular Outlet Box
Produced as a complete assembly,
this unit adopts the standard Aitkens
Hinged Tray Lid and Carpet Surround
Trim coupled with a single piece
subframe and modular lid. The unit is
produced to accept outlet mounting
plates (see page 30).

Junction Box
Supplied as a universal part, the unit
is supplied with three plain sides to
facilitate use as a bend, tee or
intersection. Also included within the
unit is a full segregation flyover
assembly.

End Cap
To properly terminate the Section
Length where required.

Aitkens Modular Flushfloor Trunking is manufactured as
standard in 2.0m lengths, from high quality galvanised steel
to BSEN10142, and features 400mm modular covers
throughout to permit service outlet units to be fitted in any
position within the trunking section run.

Covers are produced from 3mm thick steel, and are retained
by machine screws into specialist cover fixing bridges to
ensure complete flexibility. Section partitions are designed
as a two part unit to match modular covers to minimise site
installation costs. The system includes a comprehensive
range of components, to complete a full product listing.

Section Length

Universal
Junction Box

Vertical bend

Coupler Plate

End Cap

Modular outlet
unit

117.585.0117.5

320.0

65.0

IMPORTANT: section to be laid on a ribbon screed to prevent possi-
ble deflection

Part Reference

2m – 320 x 65mm
3 compartment trunking length

(supplied with coupler)

AFF323Q

320mm coupler unit AFF323CS

320 x 65mm riser bend
assembly

AFF323IB

Universal intersection unit
assembly

AFF323JB

320 x 65mm End Cap
unit

AFF323EC
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5 Mathieson Road
rutherglen

Glasgow G73 1BL

T: 0141 647 3111
F: 0141 613 1338

E: sales@aitkenelectrics.com

Unit A Hollinpark Court Off Upper Carr Lane
Calverley

Leeds LS28 5PA

T: 0113 255 1111
F: 0113 255 1101

E: aitkens.leeds@aitkenelectrics.com

www.aitkenelectrics.com




